
IMAGE-LINE FL STUDIO 11
BASIC USE
Load FL Studio 11, open the ‘Options’ menu and 
select ‘MIDI Settings’. In the list of input devices, 
select the ‘Launchkey Mini’ device and check 
‘Enable’. Rotary controls on the Launchkey Mini will 
then automatically control pans for channels 1–8 
in the mixer, and changing the MIDI channel of the 
keyboard will bank the rotary controls to channels 
9–16, 17–24 etc. They can also be mapped to 
different controls in FL Studio using MIDI learn.

ADVANCED USE
Download the FL Studio Launchkey Mini support 
pack from the Novation website. Inside the zip are 
three folders:
 (1) Launchpad scripts
 (2) FL templates for Launchkey
 (3) FPC map for Launchkey

First, ensure that FL Studio is not running. Navigate to C:\Program Files (x86)\Image-Line\
FL Studio 11\System\Hardware specific\Novation Launchpad\ (note that the path of your 
installation may be different). Delete the contents of this directory and then copy in all files from the 
‘Launchpad scripts’ directory (1).

Now load FL Studio 11, open the ‘Options’ menu and select ‘MIDI Settings’. In the list of input devices, 
select ‘Launchkey Mini’, check ‘Enable’, choose ‘Novation Launchkey’ as the controller type, and set the 
port to 165. Again in the list of input devices, select ‘MIDIIN2 (Launchkey Mini)’, check ‘Enable’, choose 
‘Novation Launchpad S’ as the controller type, and set the port to any port that is not currently used 
in either of the input or output sections (e.g. port 10 shown here). In the list of output devices, select 
‘MIDIOUT2’, check ‘Enable’, choose ‘Novation Launchpad S’ as the controller type, and set the port to the 
same port as that for MIDIIN2.

The InControl LED and pads will then light up. Various control pages are available, which you can step 
through using the track buttons.

In the FL Studio Launchkey Mini support pack, the ‘FL templates for Launchkey’ 
directory (2) contains starter projects for working with your Launchkey Mini. The 
‘FPC map for Launchkey’ directory (3) contains a Launchkey map for using FPC 
in Launchkey’s Basic Mode. For more information on this see  
http://www.novationmusic.com/answerbase.
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